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40 -450 Watt

High efficiency monocrystalline
silicon solar modules

0~+ 3 % tolerance

|
1S09001:2008 1S014001:2004, OHSAS18001
Factorycertificates

IEC61215, IEC61730, UL1703 Product certificates

Solar modules Features

SSE 182 cells
Better capability of current collection, larger area of power generation,

nice appearance, more suitable for installation on the roof.

High output power

Using SSE battery structure technology (Low resistance
characteristics), output power of 60pcs monocrystalline cells reaches
Max 450W (Highest Conversion efficiency to 20.9 %)

Low light performance
Using excellent glass and texture surface making of solar cell,

|I|||II||I|||II|III|||I|||I|||II|II|I|II|||| outstanding performance can be obtained in low light condition.
Adaptability of harsh environment
Corrosion tests have certified in high salt fog and high ammonia
environment.
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Technical Data

Power Working Voltage Working current Open-circuit Short-circuit

Model ) ) (A) Voltage(V) current(A) Panel size Cell size Array
SP040M 40W 18.24V 2.2A 21.8V 2.35A 570*395*2520 182*30.3 2*16
SP060M 60W 18.24V 3.3A 21.8V 3.53A 430*760*3025 182*45.5 4*8
SP080M 80W 18.24V 4.4A 21.8V 4.70A 550*760*3025 182*60.6 4*8
SP120M 120W 18.24V 6.6A 21.8V 7.06A 800*760*3025 182*91 4*8
SP160M 160W 18.24V 8.8A 21.8V 9.40A 1040*760*3025 182*121.2 4*8
SP250M 250W 18.24V 13.2A 21.8V 14.12A 1520*760*3530 182*182 4*8
SP300M 300W 34.20V 8.77A 41.04V 9.38A 1290*1133*3530 182*121.2 610
SP450M 450W 34.20V 13.15A 41.04V 13.95A 1900*1133*3530 182*182 610

STC Light intensity 1000W/m? &' Battery temperature 25°C Air quality =1.5

= Wind d

NOCT: Light intensity 800W/m? ﬂ' Battery temperature 20°C Air quality =1.5 1#}5 spee

* Power measurement error -/+3%
The company reserves the right of final interpretation



