Sonikara solar Electro LEAD ACID BATTERY

TECHNICAL DATA SHEET

S.No. Parameter Unit Value

1 |Battery Make NA Sonikara Solar Electro
2 (Battery Type NA Tubular Lead Acid
3 [Battery Rating NA 12V,200Ah @ C20
4 |Model NA HT 20000
5 [|Warranty months 18 (Base)+18 (Prorata)
6 [Nominal voltage of battery \' 12V
7 |Standard to which battery is made NA IS 13369:1992
8 |Capacity @C20 upto ECV 1.75 vpc at 27°C Ah 200
9 [Dimensions(LxWxH) mm 508 mm X 190 mm X 412 mm
10 |Dry Weight kg (+5%) 36
11 |Filled Weight kg (¥5%) 60.3
12 |Ampere Hour efficiency % >90%
13 [Watt Hour efficiency % >75%
14 |Loss of capacity in 28 days due to self discharge % <10%
15 |Qty of electrolyle Litres 19(approx.)
16 |Float charging

16.1 |Limiting current A 30

16.2 |Voltage (at 25-35°C) Vv 2.23 +0.02
17 |Boost charging

17.1 |Starting current A 24

17.2 |Finishing current A 12

17.3 |Voltage \' 2.75 vpc
18 |Trickle charging rates mA 200-800
19 |Electrolyte Sp Gravity at the end of charge NA 1.250 + 0.01
20 |Battery container NA Polypropylene (PP)
21 |Type of positive plate NA Tubular Positive
22 |Type of negative plate NA Flat Pasted
23 |Terminals NA Lead-antimony alloy
24 |Material of separator NA PE
25 |Electrolyte NA H,S0,
26 |Supplied condition NA Acid filled
27 |Sealing Method NA Heat Sealing




